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QTY = 12
HAN = Q.PEAK DUO ML-G10
MFN = QCELLS
P_MPP = 410

I_MPP = 10,76

I_SC = 11,22
U_MPP = 38,11

U_OC = 45,13
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Fronius Symo 17.5-3-M

PV-GAK SOL-SC-1ST-0-DC-2MPPT-1000SE

DAC1-13VGS-40-275 AC von Citel
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ECS - Falko Jahn
Am Wenigerflur 14
54338 Piesport
Tel. 06507 - 9989954
mail@ecs-online.org

Kunde / Betreiber:Errichter
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U_oc_str= 542 V
U_oc_str= 607 V @ -20°C 
U_mpp_str = 457 V

U_oc_str= 542 V
U_oc_str= 607 V @ -20°C 
U_mpp_str = 457 V

Änderung SLS
von 63 A auf 50 A, 
wegen Dauerlast 
nach AR-N 4100

Ib <= In < Iz
10 A < 25 A < 29 A

Iz:
VDE 294-4 Tabelle A1,
Spalte 9

Ib Auswahl höher, 
nach Empfehlung 
WR Hersteller

Entfall Erzeugungszähler,
da Generatorleistung < 30kWp, 
nach EEG 

Messkonzept:
SWT Trier MK A2!
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Yousef Hakimi
Peter-Joseph-Lenné-Str. 1
D-54296 Trier 
Tel.  +49 (0)651  93 80 20
Mobile: +49 174 6059481
E-Mail: fotostudio@yaph.de

Erzeugungsanlage 9,84 kWp

Pmax = 9840 Wp
70% Regel "hart"
Limit WR = 6888 W 
NACH AR-N 4105 5.7.4.2 Absatz A
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Zähleranlage / Verteilerfeld


